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Executive Summary

This is an interim report for CEC-PIR-18-005,fi | mpr ovi ng t he Perf or mance
Cal i f,a projdactal@signed to yield gas savings by replacing existing wall furnaces with

more efficient retrofit models . This project gathers information about furnace performance,

operation, emissions, and indoor air quality from laboratory testing and field monitoring of

baseline and retrofit wall furnaces.

Background

It is estimated that there are 1.4 million wall furnaces in California. Wall furnaces were
introduced in California as early as 1930 and gained prevalence in single-family homes and
low-rise multifamily residential buildings as primary or auxiliary sources of heating. Not
infrequently wall furnaces are as old as the buildings they occupy and may not have safety
switches to prevent the furna ces from overheating. The oldest existing furnaces have rated
thermal efficiencies of 50% while most standard replacement wall furnaces have rated thermal
efficiencies of 70%.

More advanced wall furnaces achieve rated thermal efficiencies of 80% to 94% by eliminating
pilot lights, using more efficient heat exchangers, and incorporating condensing or modulating
technology. This means there is a substantial savings potential for a state-wide replacement
program that promotes furnaces using these efficiency advancements.

This interim report documents test results for baseline wall furnaces that were removed from
California homes for laboratory testing. Other interim reports for this project document field
monitoring of these existing baseline furnaces, laboratory test results for more efficient retrofit
furnaces, and field monitoring of retrofit furnaces that replaced the baseline furnaces .

Project Purpose and Approach

The goal of this research is to demonstrate cost-effective solutions for retrofitting existing wall
furnaces in California multifamily and single-family residences. Thisinterim report gives the
results of baseline wall furnace laboratory testing to characterize the energy use, efficiency,
and flue gas emissions of a sample of baseline wall furnaces. Other reports document results
of retrofit wall furnace laboratory testing, and field monitoring results of baseline and retrofit
wall furnaces.

The baseline wall furnaces studied in this project were existing furnaces that had been in

service in California homes. The furnaces were initially monitored in the field over a heating

season, then were removed and shipped to Des Plaines IL facilities for testingin G T | Ener gyoa
Residential and Commercial Equipmentlaboratory.

Ten baseline vented gravity wall furnaces were tested:
1 Two from side-by-side apartments in Hayward (apartments 3 and 4)

1 Four from a retirement apartment community in Los Angeles (apartments 104, 105,
106, and 107)

1 One from a single-family home in Oakland (SFH)
1



9 Three from multifamily apartments in Sacramento (apartments 4, 15, and 19)

These ten existing wall furnaces were all vented gravity non-condensing furnaces with
standing pilots. These furnaces ranged in age from about 10 years to more than 40 years with
rated input capacities between 25,000 and 50,000 Btu/hr and rated thermal efficiencies from
50% to 74%. The Oakland furnace was a double-sided unit serving two rooms, while all other
furnaces were single-sided units. After field monitoring each of these furna ces over a winter
servi

heating

season

facility for laboratory testing.

Laboratory testing included measurement of furnace natural gas flow, electricity use, operating

, they were

removed

from

temperatures, and concentrations of carbon monoxide (CO), nitrogen oxides (NOx), and total
hydrocarbons (THC) in exhaust gases. The testing protocol covered furnace operation during

standby, startup, steady state, and shutdown. Parameters derived from measurements include
furnaceos

eac h

Key Results

i nput

capacity

and

pil ot

gas

Table 1 lists the rated and measured natural gas flows of each wall furnace. All but one of the

furnaces used less natural gas than their rated input, for an average 89% of rated input. Gas
use of the standing pilot was either ~500/750/1000 Btu/hr and tended to be greater for
furnaces with larger input capacity .
Table 1: Baseline Wall Furnace Natural Gas Input Rates
Wall Furnace Tested Natural Gas Input
Age Rated Tested |% Rated Pilot
Manufacturer Model Field Site years | Btu/hr Btu/hr Input | Btu/hr
Perfection ProductPW8G25SEN #Hlayward 3 Baseline ~40 25000 20280 mo 520
Perfection ProductPW8G25SEN #Aayward 4 Baseline ~40 25000 20210 | 81% | 510
Williams 25GV-Al LA 104 Baseline ~35 25000 25100 |[£100% | 750
Williams 35GV-C #1  |LA 105 Baseline ~35 35000 31720 |1 91% | 520
Williams 35GV-C #2  |LA 106 Baseline ~35 35000 31800 [ 91% | 570
Williams RMG35-IN LA 107 Baseline ~35 35000 31810 |1 91% | 500
Williams 5009622 Oakland SF Baseline ~15 50000 44500 | 89% | 1090
Holly General 35S-D #1 Sacramento 4 Baseling| 40+ 35000 31530 | 90% | 720
Holly General 35S-D #2 Sacramento 15 Baseling 40+ 35000 29110 |[183% | 710
Williams 3509622 Sacramento 19 Baseling ~10 35000 33800 | 97% | 1050
Average 33500 | 30000 l@& 690

Table 2 lists the rated and test-derived thermal efficiency and AFUE for each unit. Rated AFUE

values are only listed for the two furnaces manufactured after the minimum AFUE reporting
requirement was put into place January 1, 1990. Six of the tested furnaces exceeded their
thermal efficiency ratings while four did not. Six furnaces also exceeded the 70% minimum
thermal efficiency required by the American National Standards Institute regulations (ANSI
Z21.86 2016), and five met the 65% minimum AFUE required by the Code of Federal
Regulations (CFR 430.32 2022)

u
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Table 2: Baseline Wall Furnace Thermal Efficiency and AFUE

Wall Furnace Tested

Thermal Efficiency

Manufacturer Model Field Site
Perfection Product$sPW8G25SEN #layward 3
Perfection Product$PW8G25SEN #Rayward 4
Williams 25GV-Al LA 104
Williams 35GV-C #1 LA 105
Williams 35GV-C #2 LA 106
Williams RMG35-IN LA 107
Williams 5009622 Oakland SFH
Holly General 35S-D #1 Sacramento 4
Holly General 35S-D #2 Sacramento 15 [i. 50
Williams 3509622 Sacramento 19

Table 3 lists the energy use and emissions for each wall furnace for a typical day of operation
as found during field testing of these units, where the furnace cycles 1.5 times a day for 33
minutes per cycle and remains in standby with the pilot light on for the rest of the day. As
expected, the largest capacity unit in this study, the 50,000 Btu/hr Oakland unit, would use
the most natural gas. The 35,000 Btu/hr Sacramento 19 furnace used a lot of natur al gas
relative to its capacity due to its high pilot gas use while in standby.

Table 3: Baseline Wall Furnace

Energy Use and Emission Rates

for a Typical Day of Operation

Wall Furnace Tested Average Energy Use & Emission Rates at Each
co NOXx THC
Manufacturer Model Field Site Btu/Day |lbm/MMBtu |lbm/MMBtu | lbm/MMBtu
Perfection ProductsPW8G25SEN #tlayward 3 28782 0.194 [I0.081 | | 0.054
Perfection ProductsPW8G25SEN #aayward 4 28493 [ 0.037 [0.072] 0.327
Williams 25GV-Al LA 104 38089 [ | 0.116 [ 0.063 0.255
Williams 35GV-C#1  |LA 105 38220 0.086 [I0.075] 0.006
Williams 35GV-C #2 |LA 106 39445 0.039 [0 0.059 0.000
Williams RMG35-IN  |LA 107 37831 0.061 [B00.071| 0.147
Williams 5009622 Oakland SF 61973 0.333 [I0.077 | 0.006
Holly General 35S-D #1 Sacramento 4| 42698 0.067 [I.0.069 0.005
Holly General 35S-D #2 Sacramento 1% 40470 0596 | ]0.019 0.029
Williams 3509622 Sacramento 19 52219 0.059 090 0.143
Average 40822 | 0.169 [0.068 | 0.087

There are no regulations for gravity wall furnace emissions, but two California air quality
districts limit central furnace nitrogen oxides (NOx) emissions to 0.033 Ibm/MMBLtu, the South
Coast Air Quality Management Districts Rule 1111 (SCAQMD2021) and the San Joaquin Valley

3



Air Pollution Cont rfSOVAPCIRZOZ))X @nly onke 6f the Haselinewalt 9 0 5
furnaces would comply with this limit, the Holly General 35S-D unit from Sacramento 15, one
of the two oldest furnaces tested in this project. On average, NOx emissions from these
baseline wall furnaces were twice the regulated limit for central furnaces. NOx emissions from
these furnaces were generated during active heating operation due to poor control of the fuel-
air ratio.

Carbon monoxide and hydrocarbon emissions are not regulated for wall furnaces or central
furnaces. Laboratory testing showed variation in these emissions between furnaces, with high
CO emissions from three of the tested furnaces, and high hydrocarbon emissions from four
furnaces. High CO and THC emissios are usually due to incomplete combustion during startup
and shutdown, although the Holly General 35S-D #2 furnace produced high CO and THC
emissions while actively heating.

Knowledge Transfer and  Next Steps

The laboratory results documented in this study will be combined with results from the field
monitoring of these baseline furnaces to determine energy use and emissions from typical
baseline wall furnaces. Similar laboratory testing and field monitoring wi Il be done to
characterize the performance of more efficient retrofit furnaces. Baseline and retrofit data will
then be used to estimate the energy savings and emission reduction potential of more efficient
wall furnaces.

(



Introduction

This pr o] lobjdctivesis tocharacterize the operation, energy, indoor air quality, and
emissions of existing and retrofit wall furnaces. The goal of this research is to investigate and
demonstrate efficient solutions for retrofitting existing wall furnaces in Calif ornia multifamily
and single-family residences.

A wall furnace is a compactdevicei nst al |l ed wi t hi n a usedtohea sne wa | |
or two rooms. Becausethey are less expensive, simpler to install, and take up less space than

a central ducted furnace, they are used in multifamily apartment complexes and smaller

single-family homes.

Wall furnaces are categorized by how they distribute heat (gravity or fan -type), where their
combustion air comes from (from inside for top vent furnaces, from out side for direct vent
furnaces), how they ignite the burner (standing pilot, intermittent pilot, or hot surface igniter),
and whether they use condensing technology. Additionally, furnaces can be either single-sided
to serve just one room, or double-sided to serve rooms on either side of the wall in which it is
installed. These wall furnace technologies are described inmore depth in Appendix A

Many California low-rise multifamily buildings and smaller homes use wall furnaces for space
heating. Most of these existing wall furnaces are non-condensing gravity vented furnaces that
use a standing pilot to ignite the burner. Wall furnaces are usually replaced only when the
original unit is irreparably broken. Anecdotal information from Williams, the predominant wall
furnace manufacturer, indicates that many older furnaces are still in operation, some without
safety switches and with rated thermal efficiencies as low as 50%.

Most replacement wall furnaces are non-condensing gravity vented furnaces that just meet
current efficiency standards. ANSI Z21.86 for Vented GasFired Space Heating Appliances
(ANSI Z21.96 2016) is the federal regulating standard for wall furnaces, It currently requires
gravity wall furnace the rmal efficiency to be at least 70% and fan -type wall furnace efficiency
to be at least 75%. In addition, Annual Fuel Utilization Efficiency (AFUE) for wall furnaces are
mandated under the Code of Federal Regulations(CFR430.32 (i) (1) 2022) and (CFR430.32
() (2) 2022). AFUE must be at least 65% to 76%, depending on furnace capacity and whether
it is a gravity or fan-type wall furnace. More information about wall furnace efficiency
standards is included in Appendix A.

Minimum wall furnace AFUE levels ae well below the 81% AFUE requirement for standard
central ducted furnaces and even further below the >90% AFUE that condensing furnaces can
deliver. However, wall furnaces have recently been developed with thermal efficiencies as high
as 85% and AFUE up b 82%, achieved by improving burners and removing standing pilot
lights. In addition, c ondensing wall furnaces with thermal efficiency up to 94% and AFUEas
high as 93% have been developed.

As with all primary gas space heating equipment in the state of California, emissionsfrom wall
furnace combustion are required to be vented to the outside to prevent the accumulation of
indoor pollutants. There are no federal or California limits for wall furnaces regarding flue gas

5



emissions or indoor pollutants, although there are some limits on NOx emissions for natural
gas-fired fan-type central furnacesi n Ca | iSéuth Coast AivQiality Management District
(SCAQMD) and the San Joaquin Valley Air Pollution Control District (SJVAPCD$ee Appendix A
for inform ation about guidelines, standards, and regulations that pertain to indoor air quality
and furnace emissions

This project examines existing baseline and efficient retrofit wall furnaces in the laboratory and
the field to assess their performance, ease of installation, operation, and reliability. Energy
use, emissions, indoor air quality, and costs are assessed to help determine whether efficient
retrofit wall furnace technologies should be promoted in California.

This interim report describes results from laboratory tests of ten baseline wall furnaces that
were removed from homes andfaglityi pped to GTI 6s

1 Two from side-by-side apartments in Hayward (apartments 3 and 4)

1 Four from a retirement apartment community in Los Angeles (apartments 104, 105,
106, and 107)

1 One from a single-family home in Oakland (SFH)
1 Three from multifamily apartments in Sacramento (apartments 4, 15, and 19)

Laboratory testing involved running the furnaces through a protocol that included standby,
startup, steady state, and shutdown operation while measuring:

1 Inlet, outlet, and exhaust temperatures of the wall furnaces
1 Carbon monoxide, nitrogen oxide, and total hydrocarbon flu e gas emissions
1 Natural gas flow rates

In other project work, these test results will be applied to field monitoring data for these
furnaces to estimate their energy use and emissions. Efficient retrofit furnaces will also be
laboratory tested and field m onitored as part of this project. Comparisons of baseline and
retrofit energy use and emissions will be made to evaluate the savings that can be realized
through the installation of more efficient retrofit furnaces.



Project Approach

Laboratory testing was conducted within the Residential and Commercial Equipment laboratory
on the Des Plaines, IL GTI Energy campus. Wall furnace tests included measurement of intake,
burner and exhaust temperatures, natural gas and electricity use, and exhaust gas emission
levels.

Furnaces Tested

This project tested a total of ten baseline wall furnaces which had been in active use at
various California sites. These furnaceswere shipped to GTI Energy for laboratory testing after
they were removed and replaced with more effici ent retrofit furnaces . The characteristics of
each baseline furnace are presented in Table 4.

Table 4: Laboratory Tested Baseline Wall Furnace Characteristics,
Gravity Vented Non -Condensing Units with Standing Pilots

. . ANSI Age Input Thermal Rated
Field Site Manufacturer Model* .
Z21 Std | years | Btu/hr Efficiency AFUE
Hayward Perfection PW825SENB-4
49a.1982 | ~40 25,000 50% n/a
3 Products #1
Hayward Perfection PW825SENB-4
49a.1982 | ~40 25,000 50% n/a
4 Products #2
Los Angeles .
104 Williams 25G\:AL 49.1986 ~35 25,000 70% n/a
Los Angeles . 35G\C
Williams 49.1986 ~35 35,000 70% n/a
105 #1
Los Angeles . 35G\C
Williams 49.1986 ~35 35,000 70% n/a
106 #2
Los Angeles -
107 Williams RMG35IN 49.1986 ~35 35,000 70% n/a
Oakland . 5009622
Williams ] 86a.2005 | ~15 50,000 76% 74%
SFH (Double-sided)
Sacramento Holly Narrowall
none 40+ 35,000 70% n/a
4 General 355D #1
Sacramento Holly Narrowall
none 40+ 35,000 70% n/a
15 General 355D #2
Sacramento . 86.2008
19 Williams 3509622 ~10 35,000 74% 72%

* All models are single-sided except for the double-sided Williams model 5009622.

Input capacities range from 25,000 to 50,000 Btu/hr and thermal efficiencies, defined as the
output capacity divided by the input capacity, are between 50% and 76%. AFUE ratings were
only available for the two youngest furnaces, since they were not required to b e determined
for the older furnaces. The 50,000 Btu/hr furnace is a double-sided furnace that was installed



in the wall between the living and dining rooms of the Oakland single-family home. All other
furnaces are single-sided.

The exact age of these furnaces could not be determined. An ANSI.Z21 standard and year is
listed on most of the furnace nameplates, indicating that they range in age from about 10 to
40 years. The Holly-General furnaces installed in two Sacramento apartments have no ANSI
standard included on their nameplate at all, so it is assumed they are more than 40 years old.

All the tested baseline furnaces were self-powered and used continuously fired standing pilots
to light the main burner when heating was needed.

Figure 1, Figure 2, and Figure 3 show the existing baseline wall furnaces as they were installed
in each California home.

Figure 1: Existing Baseline Wall Furnaces in Hayward 3 (left),
Hayward 4 (middle), and Oaklan d SFH (right

Figure 2: Existing Baseline Wall Furnaces in Los Angeles Apartments
104, 105, 106, and 107 (from left to right)
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Figure 3: Existing Baseline Wall Furnaces in Sacramento Apartments
15 (middle), and 19 (right

Measurements and Test Equipmen  t
The following table details the measurement equipment used in the laboratory
Table 5: Laboratory Test Equipment
Measurement Description Range, Accuracy
Flow-Field Temperatures | - | &"YPe&xposed bead 32-1328°F/0-750°C, +2.2°C
thermocouple
1/ 8-ype &xposed bead 32-1328°F/0-750°C, +2.2°C

thermOCOUple

Ambient Temperature




Ambient Humidity Omega OMHL-SHEX 0-100%RH, +5%RH
Data Acquisition Modules | National Instruments Compact DAQ -

Stack O Horiba PG350 Span 25% Oz, +1%
Stack CQ Horiba PG350 Span 25% CQ, 1%
Stack NOQ Horiba PG350 Span 100 ppm, +1%
Stack CO Horiba PG350 Span 500 ppm, £1%
Stack THC Rosemount Analytical 400A Span 1000 ppm, 0.5ppm
Gas Flow Rate American Meter AC250 8 pulses/ft3

While the furnaces were not installed into a wall assembly designed to mimic a typical internal
wall cavity, GTI Energyo6s Des Plaines | aborator
protocols for measurement of temperatures, exhaust gas emissions, and natural gas flow.

Inlet temperatures were measured using a thermocouple in the center of the furnace inlet grill
at the bottom of each furnace.

Exhaust air temperatures were measured approximately three inches from the combustion air
outlet using a probe inserted into the exhaust air duct, with three thermocouples to measure
temperatures across the duct span.

Burner outlet temperature measurements were recorded using an array of nine equally spaced
thermocouples, following the dimensions outlined in section 11.6.1 of ANSI Z21.86 (ANSI
Z21.86 2016) to ensure an average reading in the case of a heterogeneous flow field. The
burner thermocouple array was attached to the center of the burner outlet to measure
temperatures of the heated air leaving the furnace.

A continuous measurement of exhaust constituents, including oxygen (Oz), carbon dioxide

(CO) carbon monoxide (CO), nitrogen oxides (NOx), and unburned total hydrocarbons (THQO

were measured and reported on a dry basis. Emission measurements were made through a

system of three 0.25-inch stainless steel inserts in a manifold arrangement in the stack

downstream of the flue temperature and pressure measurements. The emission sample points

were arranged to account for exhaust streams that are non -homogenous. Combustion

products were drawn through a vacuum pump and passed through a series of desiccants to

provide a dry sample to a bank of analyzers located within the laboratory. Each analyzer was

calibrated before eachtestrunagai nst a Az er ogenanpdtlsen againstagpare ni t r
gas measured in an independent analyzer.

GTl 6s | aboratory measures the composition of th
weeks. Samples of the natural gas being used for combustion are analyzed through a

calorimeter. Although variations in gas characteristics tend to be small, the latest available

house gas data was used for analysis of each tested wall furnace.
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Natural gas for all wall furnace tests was delivered at a pressure of 6.9 inches water column,
at the high end of the recommended 5 to 7 inches water column range for each furnace.

Test Procedure
The following operating procedure was followed for wall furnace tests:
Start up all test measurement equipment

Calibrate all sensors following equipment manufacturer procedures
Adjust gas supply pressure to 6.8 inches water column

Begin recording measurements

Light furnace pilot

= =4 =4 A4 A -2

Leave furnace on standby with the pilot lit for 30 minutes to record any pilot and/or
electrical energy use

1 Cold starti start up furnace and allow it to run for 45 minutes (steady state operation
from cold start is usually reached in less than 30 minutes)

1 Turn off furnace and let it sit in standby with the pilot lit for 1.5 minutes

1 Hotstart i start up furnace again and let it run for 30 minutes (steady state operation
from a hot start is usually reached in less than 20 minutes)

1 Turn off furnace and leave on standby with pilot lit for 15 minutes
1 End test

This entire procedure took about two hours and allowed for the measurement of the furnace
in standby, startup, steady state, and shutdown operating modes. For retrofit furnaces without
pilot lights, standby operating times at the beginning and end of the test were reduced since
this time was not needed to measure pilot light natural gas use.

Data Corrections

The gas analyzer and burner data acquisition system are separate pieces of equipment
operating on slightly different time stamps. In addition, the flow of exhaust gases to the
analyzer added a time delay. Data from the gas analyzer was synchronized with burner
temperatures by lining up changes in O2 and CG concentrations with exhaust temperature
changes over time.

The following corrections were made to the collected data:

1 O2 concentration maximum was adjusted to 20.9% , down from as much as 21.3%
within +/ - 1% measurement accuracy

1 CQO concentration was adjusted to match the corrected O2 concentration during
combustion based on the house natural gas characteristics

1 CO and NO& minimum concentrations were adjusted to 0.0% (up from -0.13 ppm which
is within +/ - 1% measurement accuracy)

CO, NOx and THC concentrations are reported as absolte values, and not corrected to a
standard O»% concentration as is sometimes done with furnace and boiler emissions.
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0% varied from 10% to 19% for the baseline furnaces due to their no longer being well -
tuned. To report actual emissions from these furnaces in their existing condition, emission
concentrations were not standardized.
Analysis of Test Data
The fuel input capacity of the pilot light and during active combustion is operating was
calculated from the measured gas flow rate as follows:
Qin = Fuel input capacity Btu/hr = 60 x Active Gas Flow Rate x Heating Valuelimestep
Qp= Pilot Btu/hr = 60 x Standby Gas Flow Rate x Heating Value /Timestep
Active Gas How Rate, ft3 = measured value during active combustion
Standby Gas Flow Rate ft® = measured during standby conditions
Heating value, Btu/ft 2 = from house natural gas used during testing

Timestep = time between measurements in minutes

Emission mass flow rates are normalized to the gas input rate from their absolute measured
concentrations as follows:

Equation 1. Converting Emission Concentration to Emission Rate
Emission Rate, Ibom/MMBtu = Concentration x Molecular Weight x Fd x 20.9
(20.97 O2x%) x Molar Volume

Concentration, ppm = absolute measured pollutant concentration

Molecular weight, Ibm/lbmole = 28.0097 for CO, 46.0047 for NOx as NO2, and
16.04206 for Total Hydrocarbons (THC) as methane

Fd, lbm/MMBtu = 106 x (3.64 x %H + 1.53 x %C + 0.57 X %S + 0.14 Xx %N 1 0.46 X
%0)/HHV, using dry weight percentages of each element in the house natural
gas used for testing

0% = adjusted oxygen percentage in exhaust stream

HHYV, Btu/lom = higher heating value of house natural gas used for testing

Molar Volume, dry ft3/lomole = 385.3 at 68 °F and 1 atmosphere

Estimated test thermal efficiency and AFUEare calculated for steady state operation based on
Title 10 of the Code of Federal Regulations, Appendix O, Subpart B, Part 430 (CFR 430.32
2022), using the following equations:

Tests AOCOT I ADER ©O,1 A
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Tests i AT OAsl =
Overall Test s =(s automatic + s manual) / 2
Test! & 5001 | A E@PDs PXP pBD pCcw g pHP

Test AFUE manual = [ 2950 X Esswt X Epartioad X Qin] / [2950 x Qin + 2.083 x 4600 X  Epart
load X QP

Overall Test AFUE = (Test AFUE automatic + Test AFUE manual) / 2
S = weighted -average steady state efficiency p mm, 5 , §

= latent heat loss = «® ufor natural gas fueled furnaces

5¢

=sensible heat loss at steady state #2 5 $ 4 4
xEAOAMipx0O 1™XPp

5¢

2 = actual to stoichiometric air mass flow rate = A + B/Xc¢o2
x EADAMrwp'w p B @and X is the concentration of carbon dioxide
present in dry stack gas

4  =steady state flue gas temperature

4 = ambient room temperature

$

off-cycle flue gas factor p for atmospheric burner type furnaces

Ds = off-cycle stack gas factor and is equal to zero for direct vent furnaces

Pr = pilot fraction= 1 71
L = jacket loss for floor furnaces, which is zero in this study
S = part load utili zation efficiency s ,

Li on = on cycle infiltration heat loss = (70 -45) x (100 x Cpx S/F) x (1+ Rts x (A/F) /
HHV

Cp = specific heat of air, 0.24 Btu/lom R
S/F = stack/mass flow ratio = 1.0

A/F = stoichiometric air -fuel ratio = 14.45 for natural gas
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Note that the test apparatus was not installed in a fabricated wall assembly as designated in
ANSI zZz21.86 2016, therefore this reportods effic
informational and comparative purposes only.

Unlike central furnaces which are most often allowed to cycle automatically to meet a
thermostat setting, wall furnaces are much more likely to be turned on and off manually when
occupants want heating. To reflect this operation, thermal efficiency and AFUEwere found as
the average of the efficiency for heaters that are automatically controlled and the efficiency for
heaters with manual controls.
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Results

Laboratory test results are presented here for each baseline wall furnace. Data for each
furnace is presented in standardized plots that show their operation during testing. Two pages
of test result plots are shown for each of the ten baseline furnaces:

1 Cold start operation including five minutes of standby operation beforehand

1 Hot start operation plus a summary of steady state conditions

Each page of test results includes the following information:

1 Time to reach steady state and measured values at time intervals of 0%, 20%, 40%,
60%, 80% and 100% of steady state for the cold start, and values at time intervals of
0%, 33%, 67%, and 100% of steady state time for the hot start

Fuel use, including both natural gas use and electrical power draw
1 Exhaust, burner, inlet, and room temperatures

Exhaust gas concentrations including 0O2%, CO2%, and CO, NOx, and THC
concentrations in parts per million

1 Note that vertical scales vary on emissions plots to show their values more clearly
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Figure 4: Hayward 3,

Perfection Products PW8G25SEN #

1, Cold Start

Perfection Products PW8G25SEN #1, Baseline Hayward 3, Rated Input 25000 Btu/hr, Thermal Efficiency 70%
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Figure 5: Hayward 3, Perfection Products PW8G25SEN #1 , Hot Start & Steady state

Perfection Products PW8G25SEN #1, Baseline Hayward 3, Rated Input 25000 Btu/hr, Thermal Efficiency 70
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Figure 6: Hayward 4, Perfection Products PW8G25SEN #2

, Cold Start

Perfection Products PW8G25SEN #2, Baseline Hayward 4, Rated Input 25000 Btu/hr, Thermal Efficiency 70%

COLD START
% % of Steady State PILOT 20% 40% 60% 80% 100%
~ Minutes On 0.0 3.7 7.5 11.2 15 18.7
Gas Input Btu/hr 510
Watts 0.0 0.0 0.0 0.0 0.0 0.0
60000 ] ] 30
Perfection Products PW8G25SEN #2, Baseline Hayward 4
50000 —Gas Btu/hr —Watts 25
A 40000 20
w
E 30000 15
20000 MAAA A A e e e A 10
10000 5
0 0
-5 0 10 15 MidQtes 25 30 35 40
COLD START
'-'EJ % of Steady State PILOT 20% 40% 60% 80% 100%
e Minutes On 0.0 3.7 7.5 11.2 15 18.7
Exhaust Temperature 81 | 82 | 83 | 82 | 82 143|150|156| 154|153
72| 72| 72| 72|73 76| 79| 81| 83|87 88| 99 | 105112 104|115 105 104
72| 72| 72| 73| 72 78| 80|80 | 83|83 97 [105|104(113|110 114
Burner Temperatures| 72 | 72| 72| 72| 72 80| 79| 78| 79| 81 101| 99 | 95 100|105, 111
72| 72| 72| 72| 72 81| 77|77 | 77| 80 105 97 | 94| 92| 100 112]101]114] 105 114(108|
73| 72| 72| 72| 73 87|80|80|80|85 104(102| 100115 114
(|_|,J) IAvg Burner Temperatu 72 90 113
% Inlet Temperature 70 73
'<_( Room Temperature 71
% - ; 500
o Perfection Products PW8G25SEN #2, Baseline Hayward 4
= —Avg Exhaust T==Avg Burner T ==Inlet T ==Room T 400
w w
2
o 300
S
s
‘g;_ 200
5
= 100
0]
-5 0 5 10 15 MAutes 25 30 35 40
COLD START
'-'EJ % of Steady State PILOT 20% 40% 60% 80% 100%
e Minutes On 0.0 3.7 7.5 11.2 15 18.7
02 % 0.6 6 4 4 4 4
CO2 %
CO ppm 6 0.4 0.4 0.4 0
NOXx ppm 0 0 4 4.8
HC ppm 9
25 B B 25
O P —— Perfection Products PW8G25SEN #2, Baseline Hayward 4 20
\)
\ -=-02 % —CO2 %
15 . -- ——meeee ===t 15
10 10
5 5
-5 0 5 10 15 Mineoes 25 30 35 40
100 B .
| 8o Perfection Products PW8G25SEN #2, Baseline Hayward 4
- CO
% 60 ppm
g 40
=| 20
E O == o= o o o S e em e e e — e e e - — — e ———— ———— — —— —— — ———— o — —— ——
-5 [o] 5 10 15 Minpoes 25 30 35 40
100 . .
50 Perfection Products PW8G25SEN #2, Baseline Hayward 4
60 eee NOX ppm
40
20
0 lescacsaaaaaaaadld
-5 0 5 10 15 Minptes 25 30 35 40
100 - -
. Perfection Products PW8G25SEN #2, Baseline Hayward 4
60 r == HC ppm
40 A
20 e
=~ vy l\
oLy 459N 4l -
-5 0 5 10 15 Mingtes 25 30 35 40




Figure 7: Hayward 4, Perfection

Products PW8G25SEN #2

, Hot Start & SteadyState

Perfection Products PW8G25SEN #2, Baseline Hayward 4, Rated Input 25000 Btu/hr, Thermal
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Figure 8: Los Angeles 104, Williams 25

-GV-Al, Cold Start
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Figure 9: Los Angeles 104, Williams 25

-GV-Al, Hot Start & Steady State

Williams 25GV-A1l, Baseline Los Angeles 104, Rated Input 25000 Btu/hr, Thermal Efficie
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Figure 10: Los Angeles 105, Williams 35GV

-C #1 , Cold Start

Williams 35GV-C #1, Los Angeles 105 Baseline, Rated Input 35000 Btu/hr, Thermal Efficiency 70%
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Figure 11: Los Angeles 105, Williams 35GV

-C #1 , Hot Start & Steady State

Williams 35GV-C #1, Los Angeles 105 Baseline, Rated Input 35000 Btu/hr, Thermal Effici
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Figure 12: Los Angeles 106, Williams 35GV

-C #2 , Cold Start

Williams 35GV-C #2, Los Angeles 106 Baseline, Rated Input 35000 Btu/hr, Thermal Efficiency 70%
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Figure 13: Los Angeles 106, Williams 35GV

-C #2 , Hot Start & Steady State

Williams 35GV-C #2, Los Angeles 106 Baseline, Rated Input 35000 Btu/hr, Thermal Effici
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Figure 14: Los Angeles 107, Williams RMG35

-IN, Cold Start

Williams RMG35-IN, Baseline LA 107, Rated Input 35000 Btu/hr, Thermal Efficiency 70%
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Figure 15: Los Angeles 107, Willi

ams RMG35 -IN, Hot Start & Steady State

Williams RMG35-IN, Baseline LA 107, Rated Input 35000 Btu/hr, Thermal Efficiency 7
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Figure 16: Oakland Single -Family , Williams 5009622

, Cold Start

Williams 5009622, Oakland SFH Baseline, Rated Input 50000 Btu/hr, Thermal Efficiency 76%
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Figure 17: Oakland Single -Family , Williams 5009622

, Hot Start & Steady

State

Williams 5009622, Oakland SFH Baseline, Rated Input 50000 Btu/hr, Thermal Efficiency 76%
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Figure 18: Sacramento 4, Holly General 35S

-D #1 , Cold Start

Holly General 35S-D #1, Baseline Sacramento 4, Rated Input 35000 Btu/hr, Thermal Efficiency 50%
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Figure 19: Sacramento 4, Holly General 35S

-D #1 , Hot Start & Steady State

Holly General 35S-D #1, Baseline Sacramento 4, Rated Input 35000 Btu/hr, Thermal Efficiency 50%
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Figure 20: Sacramento 15, Holly General 35S -D #2 , Cold Start

Holly General 35S-D #2, Baseline Sacramento 15, Rated Input 35000 Btu/hr, Thermal Efficiency 50%
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Figure 21: Sacramento 15, Holly General 35S

-D #2 , Hot Start & Steady State

Holly General 35S-D #2, Baseline Sacramento 15, Rated Input 35000 Btu/hr, Thermal Efficiency 50%
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Figure 22: Sacramento 19, Williams 3509622 , Cold Start
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